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Notes:

       e.     Concrete::   

  Concrete to be 1 :2 :4 mixture and shall 

This drawing shall be read in conjuction with the relevant Architectural and 

3.     All dimensions are millimeters

6.     Cover to main reinforcement sall be as follows:           accuracy of all levels and dimensions and setting             out of the work on site

1. other drawing and specification.

            c   Water for concreting shall be clear and

            a    Fine aggregate shall be river sand free           b    Coarse Aggregate shall be clear of

                 all clay materials and shall have a                 maximum size of 20mm.

2.     All Dimensionns are to be read and not scaled .

            d    Steel reinforcement:                 Characteristics strength shall be

                i    Mild steel  fyv          =    250N/mm2                ii    High tensil steel fy    =   410N/mm2

  have a minimum crushing of 25KN/mm2 at 28 days

  unless otherwise stated

                i    Floor slab/stair case   =   20mm                ii    Beams and lintels      =   25mm                iii    Column                   =   40mm

                iv   Base                       =   50mm                v    Wall                        =   40mm

   4.       The contractor shall be responsible for the

7.     Concrete blinding shall be 50 mm

8.     Allowable  Bearing Pressure of 150KN/m2

9.     We accept no liability for job not supervised by us.

      5.     Reinforcement concrete materials:

                 drinkable.
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1200
200

SECTIONS THROUGH FOUNDATION.

200mm SLAB DPC200 Well Compacted 

Lateritic Earthflling.

Hardcore.

SECTION A-A

1200200 200mm SLAB DPC 

200
1000

Well Compacted Lateritic Earthflling.Hardcore.

SECTION B-B

230mm Solidly Filled Sandcrete Blockwall

230mm Solidly Filled

1000

Sandcrete Blockwall
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